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C.0.R. STD #205
RING & COVER

) : ogo NOTES
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© ON NEW INSTALLATION A MAX. OF
TWO GRADE RINGS SHALL BE USED.
1 CONCRETE SHALL BE CLASS AA,
ol 4,000 PSI AS PER ASTM C-478.
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N¥68 STEEL REINFORCING SHALL MEET

ASTM C—185 (4’ DIA) OD ASTM

"0" RING — .- C—478 (5' DIA).
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ASTM C-361 [~ MANHOLES OVER 3'—6" IN DEPTH
- [\ =B SHALL BE PROVIDED WITH STEPS 16"
e ON CENTERS STEPS SHALL BE IN
. 4’-0" 1.D. (#200) i a0 ACCORDANCE W/ C.O.R. STD. #206
5 5’0" I.D. (#201) [ 8RB 8L
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- . MANHOLES
' ppp—— T ] (MAX. PIPE 0.D.)
. MH DIA. | 45° DEFL.| 90" DEFL.
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] — e = * PRECAST INVERT (OPTIONAL)
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5'—10" STD. #200 ' o
dﬁ ~———— 6'—10" STD. #2001 ————= %;‘ | ~——— PLACE 12" OF #57
6’—0" PRECAST INVERT STONE UNDER BASE
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